
UVEX SAFETY AUSTRALIA LIMITED PARTNERSHIP recommends the use of uvex clear lens cleaning towelettes and or fluids to clean the uvex safety eyewear to maintain Standard compliance and the ongoing 
performance of the uvex lens coating technology.

uvex Eye Protection System

uvex-safety.com.au

High Performance Eyewear

Part Numbers:
•	 6108-210    - Clear 80%+ VLT cat 0, uvex sv excellence lens  

      coating with +1.0 diopter, grey/lime frame
•	 6108-211    - Clear 80%+ VLT cat 0,  uvex sv excellence lens  

      coating with +2.0 diopter, grey/lime frame

Accessories:
•	 9958-009  - adjustable spec cord

Barcodes:
•	 6108-210 - 4031101554761
•	 6108-211 - 4031101554778

Target Applications (but not limited to):

•	 Ideal for any wearer who needs to read on the job while still 
wearing safety eyewear

Packaging:
•	 1 piece per spectacle case
•	 96 pieces per carton

uvex i-3 add

•	 *Approved to AS/NZS ISO 16034 & 
relevant clauses of AS/NZS 1337.1

•	 Medium impact
•	 100% UV protection
•	 Available with +1.0 or +2.0 diopter
•	 uvex supravision excellence lens coating
 (ideal for strenuous activity in dusty and abrasive   

 environments)

•	 No metal parts
•	 Comes in a soft spec case with 

microfibre cleaning cloth

uvex Point of Difference Benefits

uvex progression zones The transparent integrated optical correction starts
in the region of the middle and the strength increases
towards the lower edge of the lenses. The correction
strength of the spectacle is +1.0 or +2.0 depending on
the model.

3D ergonomic design
- Softflex adjustable nose loops
- 5 step inclination
- Flexible side arms
- Temple Softflex zone

- Comfortable fit even after long hours of wear
- Can be individually adjusted  - exceptional wearer   
   comfort

uvex supravision excellence Extremely scratch resistant on the outside and 
permanent anti-fog on the inside of the lens

*AS/NZS ISO 16034 - Ophthalmic optics- Specifications for single-vision ready-to – wear 
near vision spectacles (covering the Optical performance ranges +1 to +3.5).
AS/NZS 1337.1 - Eye and face protectors for occupational applications.(covering Medium 
impact , lateral protection , penetration and others as applicable).

Why uvex i-3 add cannot be certified to AS/NZS 1337.1

Product Certification can only be issued for product complying 
with a particular standard in full. 

AS/NZS ISO 16034 – Cover a complete eye protector 

AS/NZS 1337.1 – does not cover Ophthalmic Optics which deals 
with optical elements that are used to improve vision (powered 
lenses) 

Therefore the uvex i-3 add, can only be certified to AS/NZS 
ISO 16034- Ophthalmic optics- Specifications for single-vision 
ready-to – wear near vision spectacles (covering the Optical 
performance ranges +1 to +3.5). And complying with AS/NZS 
1337.1 as applicable. E.g. Impact, Lateral protection, Penetration, 
Splash proof, Dust proof requirements etc...


